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Issues covered by this document: 

 

Enhancements in Google’s security policies require changes to mail server settings 

when Gmail is used for the SMTP or POP3 server. 

 

Models covered by this document: 

 

Monochrome: Color: 

MB5 Series MC8 Series 

MB4 Series MC5 Series 

ES4192 MC3 Series 

ES5162 ES8473 

MPS4700mb MPS2731mc 

MPS4200 CX2731 
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1. Open the web page for your printer. 

2. Select the Administrator login button & enter the device username & password. 

3. Select Admin Setup, expand Network, & then select Mail Server. 

4. Enter the information as specified by Google for the Gmail server. 

The server details can be found in google support located at the link provided below. 

https://support.google.com/mail/troubleshooter/1668960?rd=1 - ts=1665119,1665162 

Once completed the MFP Mail Server settings should resemble this configuration. 

NOTE: POP3/Receive Settings are not required if only sending e-mail. 

5. Select Submit to save the MFP settings. 

https://support.google.com/mail/troubleshooter/1668960?rd=1#ts=1665119,1665162
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6. Open your Google account settings by opening https://myaccount.google.com/. 

7. Select Connected apps & sites under Sign-in & security on the left side of the page. 

 

8. Scroll down until "Allow less secure apps:" has been located. 

 

https://myaccount.google.com/
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9. Click to toggle the setting until On is displayed. 

 

10. Setup is now complete. 


